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pplications

Servers, Data-Center, Criti
Sensitive electronic equipment,

KEY FEATURES

» Large Blue Back Light LCD for Detailed Real-Time UPS 7 d
Status Display Bl \ A

» Microprocessor Control Guarantees High Reliability
» Comprehensive Self-Protection Design

» Audible Alarm Mute
» Cold ctil
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Uharging urrent(imax.)

1.UA 8A T.UA 8A 1.UA 8A

Charging Voltage 41.1Vdc + 0.6V 110Vdc + 0.4V 110Vdc + 0.4V
Transfer Time AC to DC Zero
Inverter to Bypass 2.5ms(Typical)

Indicator Status Load Level / Battery Level / Battery Mode / AC Mode / Bypass Mode / Fault
Audible Alarm Battery Mode Sounding every 4 seconds
Low Battery Sounding every second
Overload Sounding twice every second
Fault Continuously Sounding
Dimension DxWxH (mm) 400x145x220 460x192x340 (2000-3000VA)
UPS Case 482.6x450x87(w.battery) 482.6x450x87 (2000-3000VA)
Weight Tower Case 14kgs 7kgs 34.5kgs 15kgs 35.5kgs 16kgs
Operating Temperature 0-40C
Environment Relative Humidity 20-90%(NON-CONDENSING)
Noise Level <45dB@1 Meter <50dB@1 Meter
Interface Smart RS232 Software supports Windows family, Linux, Sun Solaris, IBM Aix, Compag True64, SGI IRIX, FreeBSD, HP-UX and MAC
SNMP(option) Power management from SNMP manager and web browse
USB(option) Windows family and Mac 0S
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