pplications

Servers, Data-Center, Critic:
Sensitive electronic equipment, T

KEY FEATURES

» Large Blue Back Light LCD for Detailed Real-Time UPS Status
Display

» Microprocessor Control Guarantees High Reliability

» Comprehensive Self-Protection Design

» Audible Alarm Mute

» Cold Start Function

» Auto Self-Testing System while Turning On UPS
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Current Crest Ratio

31

Voltage Distortion

<2% THD(Linear Load) < 6% THD(Non-Linear Load)

Output Waveform Pure Sinewave
Battery Battery Type 12V/7.2Ah 12V/7Ah
Numbers of Batteries 2 Depending on 20 Depending on the
Backup Time(Full Load) 8 minutes  the capacity of Sminutes  capacity of external
Recharge Time 7hours t090% exterl btteris 8 hours t090% bateres
Charging Current(Max.) 2A 4.2A 2A 427
Charging Voltage 274Vdc + 1V
Transfer Time AC to DC Zero
Inverter to Bypass 2.5ms (Typical)
Indicator Status Load Level / Battery Level / Battery Mode / AC Mode / Bypass Mode / Fault
Audible Alarm Battery Mode Sounding every 4 seconds
Low Battery Sounding every second
Overload Sounding twice every second
Fault Continuously Sounding
Dimension DXxWxH (mm) 570x260x717
UPS Case 600x482.6x132  N/A
Weight Tower Case 90kgs 35kgs 93kgs 38kgs
Environment Operating Temperature 0-40C
Relative Humidity 20-90%(NON-CONDENSING)
Noise Level <55dB@1 Meter
Interface Smart RS232 Software supports Windows family, Linux, Sun Solaris, IBM Aix, Compaq True64, SGI IRIX, FreeBSD, HP-UX and MAC
SNMP(option) Power management from SNMP manager and web browse
USB(option) Windows family and Mac 0S
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